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20W-50 SYNTHETIC BLEND HEAVY-DUTY MOTOR OIL 
 
Technical Data Sheet 
 

Description 
 
Majestic 20W-50 Heavy Duty Motor Oil is a high-
performance multi-grade para-synthetic lubricant, 
designed for use in high speed, four-stroke diesel 
engines, carbureted, fuel injected, turbocharged and 
supercharged gasoline engines. Majestic 20W-50 Heavy 
Duty Motor Oil provides superior protection against 
wear, corrosion, oxidation and varnish. Our unique 
detergent additive prevents sludge or carbon deposits in 
extreme heat or pressure conditions. Majestic 20W-50 
Heavy Duty Motor Oil is formulated with high viscosity-
index Type II paraffinic and synthetic base stocks to 
provide superior anti-shear properties, enhances engine 
performance and extend oil life. Majestic 20W-50 Heavy 
Duty Motor Oil is designed to ease cold-starts and 
eliminate viscosity breakdown. 
 

Applications  
 
Majestic 15W-50 Heavy Duty Motor Oil is suitable for 
use in the following applications: 
 
-API CJ-4  -API CI-4 Plus  
-API CH-4 -API CF-4 
-API SN 
 
Typical Properties 
 
SAE J300 VISCOSITY GRADE 20W-50 

Appearance Amber, Bright, Free & 
Clear 

Viscosity cSt @ 40°C 160.55 

Viscosity cSt @ 100°C 18.5 

Pour Point, °C -25 

Flash Point, °C 220 

Viscosity Index 130 
*The values shown are typical of current production. Some are 
controlled in the manufacturing process, while others are not. All of 
them may vary within tolerable ranges. 
 
 

 
Attributes 
 
-High performance multi-grade para-synthetic lubricant  
-Designed for use in high speed, four-stroke diesel 
engines  
-Designed for use in carbureted, fuel injected, 
turbocharged and supercharged gasoline engines 
-Designed for superior protection against wear, 
corrosion, oxidation and varnish 
-Unique detergent additive prevents sludge or carbon 
deposits in extreme heat or pressure conditions 
-Formulated with high viscosity-index Type II paraffinic 
and synthetic base stocks 
-Superior anti-shear properties   
-Enhances engine performance 
-Extends oil life  
-Eases cold-starts 
-Eliminates viscosity breakdown. 

 
Product Codes 
 
Majestic 20W-50 Synthetic Blend Heavy-Duty Motor Oil 
is available in the below packaging. Please use the 
reference code when ordering.  
 

 Bulk, MAJ20W50B 
 275 Gallon Tote, MAJ20W50TG 
 55 Gallon Drum, MAJ20W5055G 
 5 Gallon Pail, MAJ20W505G 
 3/2 Gallon Case, MAJ20W502G 
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